
Creaform ACADEMIA

혁신의 실현

휴대
용 �D 스캐너

의
 선
구자

Creaform.OS™ 및 
Creaform 
Metrology Suite™ 
50인 사용자 라이선스

학생들에게 3D 
스캐닝을 소개하는 
최적의 솔루션

북미에서 제작된,  
가장 신뢰받고 널리 
사용되는 핸드헬드  
3D 스캐너

미래를 준비하는 교수진과 연구자를 위해 설계된 
통합 교육 솔루션으로, 최신 3D 측정 기술을 활용해 
영감을 주고, 협업하며, 혁신을 이끌 수 있도록 
지원합니다.

Creaform의 교육 프로그램은 단순한 교육 도구를 
넘어, STEM, 적층 제조, 설계, 엔지니어링 등 다양한 
분야에서 학습자의 역량을 키울 수 있도록 설계된 
협업 중심의 아카데믹 솔루션을 제공합니다.

ACADEMIA 패키지에는 다음 항목이 포함됩니다.
•	 Creaform의 다양한 고정밀 3D 측정 장비 중 선택 

가능:
	- Go!SCAN 3D™, HandySCAN 3D™, 

MetraSCAN 3D™, Peel 3D™ 스캐너
	- HandyPROBE™ 휴대용 CMM

•	 Creaform ACADEMIA 전용 소프트웨어 패키지
•	 2년 하드웨어 보증
•	 5년 소프트웨어 업데이트 제공
•	 보조 교육 자료 제공
•	 하드웨어 및 소프트웨어용 e러닝 과정 포함

교육/연구 현장을 위한 맞춤형 3D 측정 솔루션

https://www.creaform3d.com/ko


크레아폼 한국 지사에서 측정을 위한 최고의 솔루션을 확인해 
보세요.

creaform3d.com

Authorized Distributor

HandySCAN 3D, HandySCAN EVO|Elite, HandySCAN PRO, HandySCAN MAX|Elite, MetraSCAN 3D, MetraSCAN BLACK+|Elite, 
Go!SCAN 3D, Go!SCAN SPARK, HandyPROBE, Peel 3D, Peel 3, Creaform.OS, Creaform Metrology Suite, Creaform Integrity Suite및 
해당 로고들은 Creaform Inc.의 상표들입니다. © Creaform Inc. 2025. 판권 소유. V2

기술 사양

Creaform ACADEMIA 소프트웨어 패키지
스캐닝은 시작에 불과합니다. 강력하고 완전히 통합된 Creaform 
Metrology Suite는 전통적인 엔지니어링 워크플로우부터 최신 기술  
기반의 작업까지 모두 지원할 수 있는 도구를 제공합니다.

• �Creaform.OS 
3D 측정 소프트웨어 플랫폼

• �Scan-to-CAD Pro 
역설계 소프트웨어

• �인스펙션 
치수 검사 소프트웨어 모듈

• �Creaform Integrity Suite™ 
비파괴 검사(NDT) 소프트웨어  
플랫폼 (옵션 구매 가능)

Peel 3™ Go!SCAN 
SPARK™

HandySCAN 
PRO™

HandySCAN 
EVO|Elite™

HandySCAN  
MAX|Elite™

MetraSCAN 
BLACK+|Elite™

ACCURACY Up to 0.050 mm Up to 0.050 mm Up to 0.030 mm 0.020 mm 0.075 mm 0.025 mm

VOLUMETRIC  
ACCURACY (1) 0.050 mm + 0.100 mm/m 0.050 mm + 0.100 mm/m 0.020 mm + 0.060 mm/m

0.020 mm + 0.020 mm/m

0.020 mm + 0.015 mm/m (2)
0.075 mm + 0.010 mm/m

0.064 mm (3)

0.078 mm (4)

0.025 mm + 0.015 mm/m (5)

ACCEPTANCE TEST (6)
Internal procedure Internal procedure Internal procedure Based on ISO 10360 Based on VDI/VDE 2634 Based on VDI/VDE 2634  

and ISO 10360

MEASUREMENT 
CAPABILITIES

(at a working distance of 0.4 m) (at a wofking distance of 0.4m) (at a working distance of 0.35 m) (at a working distance of 0.3 m) (at a working distance of 0.5 m) (at a working distance of 0.3 m)

 Pin 1.5 mm 1.25 mm 1.00 mm 0.750 mm 2.50 mm 0.750 mm

 Hole 3.0 mm 2.5 mm 1.50 mm 1.250 mm 3.50 mm 1.250 mm

 Step 0.1 mm 0.050 mm 0.030 mm 0.025 mm 0.04 mm 0.025 mm

 Wall 1.0 mm 0.75 mm 0.75 mm 0.500 mm 2.00 mm 0.500 mm

LIGHT SOURCE (7)
IR VCSEL White light (99 stripes) 23 blue laser lines 46 blue laser lines 

(+1 extra line) + laser pointer 38 blue laser lines 30 blue laser lines 
(+ 1 extra line)

WORKING DISTANCE 250 to 550 mm 200 to 650 mm 250 to 450 mm 200 to 750 mm 300 mm to 2500 mm 200 to 450 mm

PART SIZE RANGE  
(recommended)

0.1 - 3 m 0.1–4 m 0.05–4 m 1–15 m 0.2–6 m

WEIGHT 0.95 kg 1.25 kg 0.92 kg 1.04kg 1.22 kg Scanner: 1.49 kg 
C-Track: 5.7 kg

(1)	 The volumetric accuracy (based on part size) performance of the system cannot be superior to the default Accuracy and Volumetric accuracy (based on working volume) performance for a given model.

(2)	 Performance obtained with scale bars included in the Accu+ Kit.

(3)	 Based on a working volume of 9.1 m3.

(4)	 Based on a working volume of 16.6 m3.

(5)	 Performance obtained with the Automatic Volume Extension feature.

(6)	 Performance tests done in Creaform’s ISO/IEC 17025 accredited calibration laboratories.

(7)	 Laser class: 2M (eye safe).

문의
하기

상세
 스펙 확인

https://www.creaform3d.com/ko
https://www.creaform3d.com/ko
https://www.creaform3d.com/ko/creaform-jeongbo/creaform-jeon-segye-jisa
https://www.creaform3d.com/products/creaform-academia?sc_lang=ko

